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KUNTZLEMAN STROBE - AEROLEDS
KUNTZLEMAN SELF CONTAINED

12 VDC STROBE
The SC103 STROBE is a self contained 12 volt DC operated 
light designed specifically for Ultralight use where an external 12 
vdc power source (battery) is available. Its physical size is the 

smallest of any self contained strobe light in its class. Measuring2 ½” dia. 
At the base and 4” tall. Using the same xenon flash tube and Fresnel 
lens that is currently being used on its big brother the Single Magnum 
Smart Strobe. The brightness has been actual flight tested before sunset 
and is visible at 3 statute miles (FAR 103 requirement). The flash is in 
a single wink pattern at about 42 per minute, power consumption is 500 
ma (1/2 Amp) and it weighs only 7 ½ ounces. The SC103 is mounted 
with a 1/4 X 20 stud located in the center on the bottom of the unit. Also, 
a stainless steel tang is supplied. Its rugged construction makes it a 
great economical stand alone unit. P/N 11-04098 ......... $99.85
SHOCK MOUNT - Designed to be used when mounting the SC103 
strobe in an area of high vibration. P/N 11-06251 ......... $16.70

KUNTZLEMAN LANDING/TAXI/
RECOGNITION (LTR) LIGHTS

LSA and EXPERIMENTAL aircraft line of lights. 
Made in the USA, called the LTR which stands for 

Landing-Taxi-Recognition. The LTR consists of 9 extremely bright LEDs, 
focused through special lenses. This results in a white beam of light that 
has been measured with a light meter to be 2 1/2 times the brightness of 
a 55 watt halogen lamp while drawing 1/3 the current and 1 1/2 that of an 
HID lamp at about the same current. Powered by 12 to14 volts DC it uses 
only 1.35 Amps of power. The LTR dimensions are 3” Dia. X 1” deep and 
weighs less than 6 ounces. Flashing it on & off can be accomplished with 
an led flasher from your local auto parts store. You must see the LTR in 
operation to believe the light output. Sold with a money back satisfaction 
guarantee. P/N 11-06854...........................$229.00

EPL POSITION LIGHTS & STROBES
The new LED technology allows excellent navigation 
lights with only approximately 10% of the input power, 
compared with conventional navigation lights. The cast-
ing in a high-optical plastic makes the EPL (Electronic 
Position Light) absolutely insensitive against water, vibra-
tions and other environmental influence.

The efficiency of the output is much higher than with 
conventional electric light bulbs. The self-warming of the 
EPL is low and can be determined as safe. To avoid over-

heating, the heat balance is controlled electronically. As a precaution 
you must pay attention to ventilation with a cover installed, so that no 
heat accumulation within the casing can appear. This may be assumed 
by suitable constructive measures. These lights are manufactured in 
Germany.
EPL Wing Tip Light Set(1 red, 1 green) .......P/N 11-05120 ........$346.00
EPL Tail Light  ..............................................P/N 11-05121 ........$218.95
EPL Wing / Tail / Strobe Light ......................P/N 11-05122 ........$350.00
EPL ELL 4 Light Set .....................................P/N 11-05123 ........$923.00

AEROLEDS SUNRAY PLUS LANDING LIGHT
The SunRay Plus is a wing-mounted LED 
(Light Emitting Diode) landing light with a built-
in wig wag feature in addition to its standard 
operation as a landing/taxi light. The SunRay 
Plus is a very intense light source that uses 
4 high power LED’s to produce up to 1,000+ 
lumens of light and 30,000 candela using 10 
watts of power. 
Each SunRay Plus light uses less than half the 
power of an equivalent 55 watt halogen light 
while producing more usable light in a more 

narrow beam. The LED light source last up to 50,000 hours of constant 
operation, so you will never have to replace this light once it has been 
installed. It will outlast both Halogen and HID lamps. The SunRay Plus 
is protected against overheating with a built in protection circuit, is pro-
tected from lightning transients and ESD, voltage spikes, reverse volt-
age, and undervoltage conditions. 
Polycarbonate leading edge windows are commonly used with wing-
mounted landing lights, and are typically available for most airplane 
types from a number of third-party suppliers. This light is small enough to 
fit in the wingtip cutout found in Van’s RV kits.
Specifications: Power: 17 Watts, Voltage: 9-36 VDC, Lumens: 1,000+, 
Lens Material: Polycarbonate, Candela: 25,000+, Beam Angle: 10 De-
grees, Rated Life: 50,000 Hours, Temperature Range: -55C to +70C, 
Weight: 5 oz, Dimensions: 2.7” x 2.7” x 1.7”   P/N 11-09348 ......$289.00

AEROLEDS PULSAR NAV/ STORBE
An all LED navigation/position/
strobe designed for the wingtips of 
an aircraft and exceeds 400 effective 
candela for the anti-collision light. 
The Pulsar is the same size as the 
traditional forward and rear facing 

position light with anti-collision. The Pulsar does not require an external 
power supply and will retrofit the mounting footprint of traditional legacy 
lighting.  Specifications: Voltage Range: 9-36 VDC, Length: 5.6”, Cur-
rent Draw at 12VDC: 1.7 Amp Avg / 4.5 Amps Peak Width: 1.8”, Power 
Consumption: 20 Watts Avg, Depth: 1.5”, Strobe Power Supply: Built 
In, Weight: 4 Oz, Strobe Synchronization: Built In, Heat Sink Material: 
Clear Anodized Aluminum, Thermal Protection: Built In, Lens Material: 
Polycarbonate, Nav/Position Light: Exceeds 100 candela, Screw Mount: 
3x 6-32 Machine Screws, Strobe: Exceeds 400 effective candela, Rated 
, Temperature Range: -55C to +70C
 P/N 11-09349 ........................$985.00

AEROLEDS SUN SPOT
36LX LED LIGHT

SunSpot LX is designed as a LED drop in replacement 
for the existing GE4509 PAR 36 aircraft lights. SunSpot 
LX is available in a landing or taxi light. SunSpot LX land-

ing light projects 45,000 candela using 45 Watts/3 AMPs max of power. 
SunSpot LX taxi light projects 10,000 candela. Mounts with existing ring 
clamp. Power consumption: 45 Watts Max; Current Draw at 12VDC: 3 
Amps Max Available in taxi or landing lights. Clamp Mount: Par 36 Ring 
Clamp. SunSpot has the same great design features as other aircraft 
light designs: Wide Input Voltage Range     (9VDC-36VDS) Over-temp 
Sense Protection; ensures our 50,000 hour lifetime guarantee. Low-volt-
age Sense (shuts down half the LED’s in emergency, low voltage condi-
tions)They strongly recomend adding the Pro-tech lens coating which 
comes with a lifetime warranty on the lens for damage caused from rocks 
and debris. PMA Pending:  Power: 45 Watts, Voltage: 9-36 VD, Lumens: 
2,400, Weight: 10 oz, Dimensions: 4.2” x 4.2” x 1.5”
Landing Light ............................... P./N 11-09351 ........................$351.00
36LX Taxi Light............................ P/N 11-09352 .........................$349.00

AEROLEDS SUN SPOT
36HX LANDING LIGHT

LED drop-in replacement for your existing GE4509, PAR36 
aircraft lights. It comes with an integrated “wig-wag” or 
“pulse” feature built into the light that is recommended to 

be used throughout your flight to increase recogniton from other pilots. 
Landing light projects 45,000 candela using 45 Watts/3.75 AMPS max of 
power. Taxi light projects 15,000 candela. Power consumption: 45 watts 
Max; Current Draw at 12VDC: 3.75 Amps Max Available in taxi or landing 
lights. Clamp Mount: Par 36 Ring Clamp.  Built in Wig/Wag (stand-alone 
or synchronous with any of our other products).  Over-temp Sense Pro-
tection; ensures our 50,000 hour lifetime guarantee.  Low-voltage Sense 
(shuts down half the LED’s in emergency, low voltage conditions)
Specifications: Power: 45 watts, Voltage: 9-36 VDC, Lumens: 3,600 
Weight: 10 oz, Dimensions: 4.2” x 4.2” x 1.5”.PMA APPROVED
Landing Light ............................... P/N 11-09353 .........................$439.00
36HX Taxi Light ........................... P/N 11-09355 .........................$440.00

MICROBURST SERIES LIGHTING
FROM WHELEN

LED Wingtip and Tail Lighting for Experi-
mental and Light Sport Aircraft.  MB3(Red 
or Green) .21 lbs., .45 amp (avg).  For-
ward facing Wingtip Nav, with CometFlash 
180° LED-Strobe and rear facing white 
Nav.  MB2(Red or Green) .20 lbs., .40 
amp (avg).  Forward facing Wingtip Nav 
with MB2G Green CometFlash 180° LED-
Strobe.  MB1WT White, .15 lbs, .35 amp 
(avg).  Nav taillight with CometFlash 180° 

LED-Strobe.  Utilizes same mounting as all (A500/A555 Style).
Description Part No. Price

MicroBurst I MB1WT Single Taillight 11-08472 $199.00
MicroBurst III Kit MB3K 1 MB3R (R) and 1 MB3G (G) 11-08473 $428.00
MicroBurst II Kit MB2K 1 MB2R (R) and 1 MB2G (G) 11-08474 $299.95
MicroBurst II with Taillight Kit MB2KWT 1 MB2R (R) and 1 
MB2G (G) plus 1 MB1WT Taillight

11-08475 $498.00




