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Wires  6 - 12 " approx. lenght

ELECTRICAL  SPECIFICATIONS:

PN: Input Voltage: Wire color:
10-700-05 0 - 5 VDC Red
10-700-14 0 - 16 VDC Green
10-700-28 0 - 30 VDC Yellow
Current draw empty:           50mA (without lights)
Input Current: 85 - 120 mA DC
Output Current: 10 - 20 mA AC
Output Voltage: 80 - 130 Vrms
Output Frequency: 800 - 2500 Hz
Nominal Load: 27 sq.in. UMA Electro Luminescence Material
     (up to 12 UMA bezels and/or internally lit instruments, 
      1 large light strip-1.25"x18", or 2 small light strips 1.25"x9")

Mounting Info: (2) .150 dia. holes @ 1.75" spacing. 
Attach Inverter to metal surface, for heat sink.

Weight: 3.0 oz.

NOTES:

DO  NOT  GROUND output wires.

Twist output pair of wires (Violet&Blue) when connecting EL lights together.

Add Dimmer Potentiometer  (UMA# 1G01) 1K 5W, connect as shown for clockwise
rotation to increase brightness.

Add 1 amp circuit breaker Potter and Brumfield PN: W23X1A1G1 or equivalent .
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99-0002 A added part number 1G01. CBH 9/02/99
B changed to 1 A circuit breaker. CBH 10/28/9999-0008
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