*** PLEASE NOTE ***

The STC is not required if you currently have shoulder harnesses or mounting points
located behind the headliner of your aircraft. Ask about OEM Replacements or Upgrades.

| BEECHCRAFT STC - SA01880CH

35 E35 M35 [ V35B 35-C33 F33A 95-B55 B95A E95
35R F35 N35 36 35-C33A | F33C 95-B55A | D95A A56TC
A35 G35 P35 A36 E33 G33 95-B55B D55 58
B35 H35 S35 35-33 E33A 95 95-C55 D55A 58A
C35 135 V35 35-A33 | E33C 95-55 95-C55A | E55
D35 K35 V35A [35-B33 | F33 95-55A | B95 E55A
\ CESSNA 100/200 SERIES STC - SA02211CH
A799 3A12 3A17 5A6 3A13 3A24
170 172 172F [ 175 180 180F 182 182H 185
170A 172A | 172G | 175A 180A 180G 182A 182] 185A
170B 172B | 172H | 175B 180B 180H 182B 182K 185B
172C | 1721 175C 180C 182C 182L 185C
172D | 172K 180D 182D 182M 185D
172E__ | P172D 180E 182E 182N 185E
182F 182P AI85E
182G AI85F
| ERCOUPE STC - SA02493CH
| 415-C | 415-CD | 415-D | MODELE |MODELG | F-1 | F-1A
| PIPER PA23 STC - SA02298CH
| PA23 | PA23-150 | PA23-160 | PA-E23-250 | PA23-235 | \
\ PIPER PA24/30/30 STC - SA02492CH
| PA24 | PA24-250 | PA24-260 | PA24-400 | PA30 | PA39 |
| PIPER PA28/32 STC - SA02015CH
PA28-140 PA28-160 PA28-235 PA28R-200 PA28S-180 | PA32-300
PA28-150 PA28-180 PA28R-180 PA28S-160 PA32-260 | PA32S-300
| PIPER OEM REPLACEMENTS
PA28-140 PA28-151 PA28-161 PA28-180 PA28-181 PA28-235
PA28-236 PA28R-200 PA28R-201 PA32-260 PA32-300 | PA32-301
PA32R-300 | PA32RT-300 PA32R-301 PA34-200 PA34-200T | PA34-220T
PA44-180 PA44-180T






